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Size 
Overall frame size = clear opening + 115mm

eg: 600 x 600 mm clear opening = 715 x 715mm overall frame

Min clear opening (single cover) = 100x100mm

Max clear opening (single cover) = 900x900mm

Larger openings possible with duct run/multipart units

>  Made to measure to suit individual/custom size 
requirements, plus a range of stock sizes for immediate 
delivery of single covers

>  Loading: Up to 5 tonne pneumatic SMWL

>  Covers manufactured to precision tolerances ensuring 
easy removal and maintenance

>  Double seal seated in frame preventing damage during 
maintenance and removal/storage of the covers

>  Durable seals installed to prevent dust and dirt ingress 
and possible odour egress under atmospheric pressure

> Covers are available to suit all types of hard floor 
finishes: Ceramic tiles, Marble, Terrazzo, Resin or Parque

>  Lifting blocks anchored to the inner frame

> Anodised colours available for custom colour finishes

> Manufactured in the UK to BS EN ISO 9001, 14001 & 45001

Aluminium, modular access covers for 
hard floor finishes, available in single, 
duct run or multiple arrangements.

Our technical team are 
always available to discuss all 
your bespoke requirements
02045 534768
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Single cover arrangement

Multi  cover arrangement

min: 100mm/max: 900mm

46

Baseplate and
reinforcment

Structural concrete infill
to depth to suit floor finishes

6mm aluminium
visible edge

Typical hard
floor finish

Cover locking
bolt

Structural
concrete

75

Double-sealed

Fire seal (if required)

90 min.

53

Removeable
structural beam

Packing shims

120

400

Showing horizontal
beam pocket

Removeable
cross member

Aluminium seal
housing

70 nom.53
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Size 
Overall frame size = clear opening + 130mm

eg 600 x 600 mm clear opening = 730 x 730mm overall frame

Min clear opening (single cover) = 100x100mm

Max clear opening (single cover) = 900x900mm

Larger openings possible with duct run/multipart units

 = 140kg/m2 

>  Made to measure to suit individual/custom size 
requirements

>  Loading: Up to 5 tonne pneumatic SMWL

>  Stainless Steel grade to suit application/environment 

>  Optional 2hr Fire Rated to BS 476 Part 22 

>  Covers manufactured to precision tolerances ensuring 
easy removal and maintenance

>  Lifting point options – square corners/minimal barrel only

>  Double seal seated in frame preventing risk of damage 
during maintenance and removal/storage of the covers

>

>

duct run or multiple arrangements.

Our technical team are 
always available to discuss all 
your bespoke requirements
02045 534768

Single cover

Multi-part cover

Anchor lug

Steel baseplate and
reinforcement

Structural concrete infill

Corner
securing bolts

2.5mm stainless steel
visible edge

75

Typical hard
floor finish

min. 100/max. 900 62

6mm corner plate/lifting block

Double-sealed
Fire seal (if required)

Structural concrete

Aluminium seal housing

62 82nom.

Removeable
cross member

Removeable
structual beam

Packing shims

120

400

Showing horizontal
beam pocket

90 min.
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Single cover arrangement

Multi cover arrangement

Multi-part cover

95 min.

Aluminium seal housing

75

62.5 50

Removeable
cross member

Removeable
structual beam

Packing shims

120

400

Shoe pocket

Single cover

95 min.

Anchor lug Steel baseplate and
re-inforcing ribs

Infill to suit site
requirements

Corner
securing bolts

2.5mm frame
and lid

Typical paved finish

75

Typical hard floor finish

min. 150/max. 900 62.5 50

6mm corner plate/lifting block

Double-sealed
Fire seal (if required)

Structural concrete

Anchor lug

Steel baseplate and
reinforcement

Structural concrete infill to
depth to suit floor finish

Corner
securing bolts

2.5mm stainless steel
visible edge

75

Typical hard
floor finish

min. 100/max. 900 62

6mm corner plate/lifting block

Double-sealed
Fire seal (if required)

Structural concrete

Aluminium seal housing

62 82nom.

Removeable
cross member

Removeable
structual beam

Packing shims

120

400

Showing horizontal
beam pocket

90 min.

Single cover

Multi-part cover

Anchor lug

Steel baseplate and
reinforcement

Structural concrete infill

Corner
securing bolts

2.5mm stainless steel
visible edge

75

Typical hard
floor finish

min. 100/max. 900 62

6mm corner plate/lifting block

Double-sealed
Fire seal (if required)

Structural concrete

Aluminium seal housing

62 82nom.

Removeable
cross member

Removeable
structual beam

Packing shims

120

400

Showing horizontal
beam pocket

90 min.

Single cover

Multi-part cover

Anchor lug

Steel baseplate and
reinforcement

Structural concrete infill

Corner
securing bolts

2.5mm stainless steel
visible edge

75

Typical hard
floor finish

min. 100/max. 900 62

6mm corner plate/lifting block

Double-sealed
Fire seal (if required)

Structural concrete

Aluminium seal housing

62 82nom.

Removeable
cross member

Removeable
structual beam

Packing shims

120

400

Showing horizontal
beam pocket

90 min.


